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(57) ABSTRACT

A camera device is provided with: an imaging unit for gen-
erating an area image obtained by shooting an area from
above; and a display image generation unit for generating a
display image of a target moving in the area using a clip image
which is clipped from the area image. In this case, a rotation
angle of a current frame is calculated on the basis of the
rotation angle of the previous frame and a reference angle of
the current frame. As a result, a rapid change in an orientation
of'the target displayed in the display image can be suppressed.
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IMAGE GENERATION DEVICE, CAMERA
DEVICE, IMAGE DISPLAY DEVICE, AND
IMAGE GENERATION METHOD

TECHNICAL FIELD

The present invention relates to an image generation
device, a camera device, an image processing system, and an
image generation method for generating an output image for
display by using a clip image clipped from a wide-angle
image taken by a camera.

BACKGROUND OF THE INVENTION AND
RELATED ART

A system for generating an output image for display by
processing a wide-angle image taken by a camera provided
with a wide-angle lens such as a fisheye lens and the like has
been proposed. As one of those image processing systems, a
system for generating a clip image including a target from the
image and displaying/outputting it is known.

As illustrated in FIG. 7, when a predetermined area is to be
clipped from a image obtained by using a wide-angle lens
such as a fisheye lens, the target is inclined in accordance with
a position of the target. Thus, when a clip image is to be
generated from the image, rotation processing according to
the inclination is generally executed.

However, an orientation of the target in the clip image to be
displayed is changed largely and rapidly by an influence of
processing for rotating the clip image, and there is a problem
that the display image is hard to be seen. This is particularly
remarkable when a image obtained by a fisheye lens (see FI1G.
7) with which an orientation of a target is inverted with
respect to a center of the image is used or when the camera is
installed on a ceiling or the like so that an optical axis direc-
tion of the lens goes vertically and the target passes in the
vicinity immediately under the camera.

SUMMARY OF INVENTION

The present invention was made in the above described
background. An object of the present invention is to suppress
a rapid change of an orientation of a target in a clip image to
be displayed.

An aspect of the present invention is an image generation
device. This image generation device is an image generation
device for generating a clip image from a wide-angle image
and is provided with a reference angle determination unit for
obtaining a reference angle of a clip area in the wide-angle
image, a rotation angle storage unit for storing a rotation
angle of a previous clip image, a rotation angle calculation
unit for obtaining the rotation angle with respect to the clip
area on the basis of a previous rotation angle and the reference
angle, and an image clip unit for generating the clip image
with respect to the clip area on the basis of the rotation angle
obtained by the rotation angle calculation unit, in which the
rotation angle calculation unit executes control so that a
change amount of the rotation angle of the clip area does not
exceed a predetermined angle.

As will be described below, the present invention has
another aspect. Therefore, this disclosure of invention is
intended to provide an aspect of a part of the present invention
and is not intended to limit a range of the invention described
and claimed here.

BRIEF DESCRIPTION OF DRAWINGS

FIG. 11is ablock diagram of an image processing system in
a first embodiment of the present invention.
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FIG. 2 is an explanatory view of generation processing of
a display image in the first embodiment of the present inven-
tion.

FIG. 3 is an operation flowchart of a display image genera-
tion unit in the first embodiment of the present invention.

FIG. 4 is a block diagram of an image processing system in
a second embodiment of the present invention.

FIG. 5 is an explanatory view of area determination in the
second embodiment of the present invention.

FIG. 6 is an operation flowchart of a display image genera-
tion unit in the second embodiment of the present invention.

FIG. 7 is an explanatory view of a clip area in an image
taken by a fisheye lens.

DETAILED DESCRIPTION OF PREFERRED
EMBODIMENTS

The present invention will be described below in detail.
However, the detailed description below and the attached
drawings do not limit the invention.

A camera device of the present invention is provided with
an imaging unit for generating an area image which is an
image obtained by shooting the area from above and a display
image generation unit for generating a display image of a
target moving in the area by using a clip image clipped from
the area image, in which the display image generation unit is
provided with a rotation angle calculation unit for calculating
a rotation angle by which the clip image is rotated when the
display image is generated, an image clip unit for generating
the display image by rotating the clip image on the basis of the
rotation angle, a rotation angle storage unit for storing the
rotation angle used for rotation of the clip image, and a
reference angle determination unit for determining a refer-
ence angle which is an angle corresponding to inclination of
the target in the area image, and the rotation angle calculation
unit has a configuration for calculating the rotation angle of a
current frame on the basis of the rotation angle of the previous
frame stored in the rotation angle storage unit and the refer-
ence angle of the current frame determined by the reference
angle determination unit.

By means of this configuration, an appropriate display
image of the target moving in the area can be generated by
using a clip image clipped from an image obtained by shoot-
ing the area from above (area image). In this case, the rotation
angle of the current frame is calculated on the basis of the
rotation angle of the previous frame and the reference angle of
the current frame, the clip image is rotated on the basis of the
rotation angle, and the display image is generated. As aresult,
a rapid change of an orientation of the target displayed in the
display image can be suppressed.

Moreover, in the camera device of the present invention,
the display image generation unit is provided with a reference
position determination unit for determining a clip reference
position which is a position corresponding to the target in the
area image and is a position which becomes a reference when
the clip image is to be clipped from the area image, and a
distance calculation unit for calculating a distance between a
reference position which is a position corresponding to the
imaging unit in the area image and the clip reference position,
and the image clip unit has a configuration for generating the
display image by rotating the clip image on the basis of the
rotation angle when the distance is not more than a predeter-
mined threshold distance.

By means of this configuration, when a distance between a
position corresponding to the target (clip reference position)
and a position corresponding to the imaging unit (reference
position) is small, that is, the target passes in the vicinity
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immediately below the imaging unit (camera device), a rapid
change of the orientation of the target displayed in the display
image can be suppressed.

A system of the present invention is an image processing
system provided with a camera device for generating an area
image which is an image obtained by shooting an area from
above and an image processing device for generating a dis-
play image of the target moving in the area by using a clip
image clipped from the area image, in which the image pro-
cessing device has a rotation angle calculation unit for calcu-
lating a rotation angle by which the clip image is rotated when
the display image is to be generated, an image clip unit for
generating the display image by rotating the clip image on the
basis of the rotation angle, a rotation angle storage unit for
storing the rotation angle used for rotation of the clip image
and a reference angle determination unit for determining a
reference angle which is an angle corresponding to inclina-
tion of the target in the area image, and the rotation angle
calculation unit has a configuration for calculating the rota-
tion angle of a current frame on the basis of the rotation angle
of'the previous frame stored in the rotation angle storage unit
of'the image processing device and the reference angle of the
current frame determined by the reference angle determina-
tion unit.

By means of this system, too, the rotation angle of the
current frame is calculated on the basis of the rotation angle of
the previous frame and the reference angle of the current
frame similarly to the above, and the display image is gener-
ated by rotating the clip image on the basis of the rotation
angle and thus, a rapid change of an orientation of the target
displayed in the display image can be suppressed.

A method of the present invention is an image processing
method for generating a display image of a target moving in
the area by using a clip image clipped from an area image
which is an image obtained by shooting the area from above,
in which a reference angle which is an angle corresponding to
inclination of the target in the area image is determined in
order to generate the display image by rotating the clip image,
a rotation angle of the current frame is calculated on the basis
of the rotation angle of the previous frame of the clip image
and the reference angle of the current frame, and the clip
image is rotated on the basis of the calculated rotation angle
s0 as to generate the display image.

By means of this method, too, the rotation angle of the
current frame is calculated on the basis of the rotation angle of
the previous frame and the reference angle of the current
frame similarly to the above, and the display image is gener-
ated by rotating the clip image on the basis of the rotation
angle and thus, a rapid change of the orientation of the target
displayed in the display image can be suppressed.

According to the present invention, a rapid change of the
orientation of the target displayed in the display image can be
suppressed, and a sense of discomfort on an appearance
caused by rotation of the display image can be mitigated.

An image processing system of an embodiment of the
present invention will be explained below by using the
attached drawings. In this embodiment, a case in which an
imaging unit having a camera function is installed as a moni-
tor camera in offices, shops, stations and the like, and a video
of an area is taken is exemplified.

First Embodiment

A configuration of an image processing system of a first
embodiment of the present invention will be explained by
referring to the attached drawings.
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FIG. 1is ablock diagram illustrating a configuration of the
image processing system of the first embodiment.

As illustrated in FIG. 1, the image processing system 1 is
provided with an imaging unit 2 for taking an area image, a
display image generation unit 3 for generating a display
image by applying predetermined image processing which
will be described later to an image taken by the imaging unit
2, and a display unit 4 for displaying the display image gen-
erated by the display image generation unit 3.

The imaging unit 2, the display image generation unit 3,
and the display unit 4 may be constituted as a single device or
constituted by separate devices. Moreover, it may be so con-
figured that the imaging unit 2 and the display image genera-
tion unit 3 are constituted as a single camera device, and the
display unit 4 is realized by a display terminal connected to
the camera device via an IP network. Moreover, it may be so
configured that the imaging unit 2 is constituted as a camera
device, and the display image generation unit 3 and the dis-
play unit 4 are realized by a personal computer, a tablet
terminal and the like connected to the camera device via the IP
network.

In FIG. 1, the imaging unit 2 constitutes an image input
device and is provided with at least an image pickup element
(not shown) such as a CCD (Charge Coupled Device), a
CMOS (Complementary Metal Oxide Semiconductor) and
the like and a lens (not shown) disposed on an optical axis of
the image pickup element.

As the lens of the imaging unit 2, a lens having an angle of
view wider than a standard lens (such as a fisheye lens, a
semi-wide angle lens, a wide-angle lens a super-wide angle
lens and the like, for example) is used in order to cover a wider
area as an area with one camera. The imaging unit 2 is
installed on a ceiling of the area or the like so that a direction
of the optical axis goes in a vertical direction in order to
efficiently photograph a wide area. Therefore, the imaging
unit 2 generates an image obtained by shooting the area from
above (an image taken with an angle of view as if looking
down from the ceiling). The imaging unit 2 may be installed
on a floor, a desk or the like so as to photograph a target from
below.

The display image generation unit 3 generates a clip image
for display including a target such as a person or the like
moving in the area from the wide-angle image taken by the
imaging unit 2 (see FIG. 2). The display image generation
unit 3 is provided with a target detection unit 5, a reference
position determination unit 6, a reference angle determina-
tion unit 7, a rotation angle calculation unit 8, a rotation angle
storage unit 9, and an image clip unit 10. Configuration of
each of these units will be explained below.

The target detection unit 5 detects a target such as a person,
a vehicle and the like included in the area image by applying
image processing to the taken image taken by the imaging
unit 2. For example, by applying motion difference process-
ing or background difference processing to the image, the
target can be detected from the image. The target is not limited
to those specified by image processing but may be determined
via a specification operation of the target by a user.

The reference position determination unit 6 determines a
position which becomes a reference of a clip area including
the target in the image (clip reference position) on the basis of
a detection result of the target detection unit 5. In this embodi-
ment, a position of the center of gravity of the image area of
the detected target is determined as the clip reference posi-
tion.

This clip reference position can be considered to be a
position corresponding to the target in the image. If the target
is a moving body, the clip reference position moves with time
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in accordance with movement of the target. Determination of
the clip reference position is not limited to that but a position
of a center of a frame surrounding the detected target (a
rectangular frame circumscribing a target, for example) may
be determined as the clip reference position and other meth-
ods may be also used.

The reference angle determination unit 7 determines a
reference angle 0t in accordance with a position of the clip
reference position in the image. For example, the image
obtained by the imaging unit 2 through the fisheye lens is as
illustrated in FIG. 2. As illustrated in F1G. 2, the angle 6t of a
clip reference position P with respect to a photograph refer-
ence position O is determined as the reference angle. This
reference angle 0t is also an angle corresponding to inclina-
tion of the target in the image.

The rotation angle calculation unit 8 calculates a rotation
angle0, . t for rotating the clip area when the display image
is to be generated from the image. The rotationangle,,,,,, tof
the current (time t) frame is calculated by using (Equation 1)
on the basis of a rotation angle 0, , t—1 of the previous (time
t-1) frame and the reference angle 6t of the current (time t)
frame.

0,100 =6,, 00, 1— 1 +max(min(07-0,,.,,, - 1,a)-a)

Here, 0,,.,,, t is a rotation angle used when a clip area is
subjected to rotation processing at the time t, and 0,,,,,, t-1 is
a rotation angle used in the clip image at the time t-1. Otis a
reference angle obtained by the reference angle determina-
tion unit 7 at the time t. Reference character . is a predeter-
mined threshold value (threshold angle). Moreover, an initial
value of 8,,_,,, t may be set to O degrees.

In the above described (Equation 1), not only that a current
(time t) rotation amount 6,,,, t is obtained by adding a current
(time t) increase/decrease amount (0,-0,,,,., t-1) to the pre-
vious (time t-1) rotation angle 6,,,,,, t—1, but also the thresh-
old angle o with respect to a rotation change amount (6,-6, , ,
t-1) from the previous rotation angle 6,,,,, t-1 is set. This
means that, if the rotation change amount (6,-6,,.,,, t-1) does
not exceed the threshold value ., the rotation change amount
(6,-6 t-1) is used, while if the rotation change amount
(0,-0,,,., t-1) exceeds the threshold value o, the rotation
change amount is made the threshold angle a.

A user can set an arbitrary angle to the threshold angle a.
The threshold angle o. may be a fixed value or a variable value.
Inthe case of a fixed value, an angle such as 45°, for example,
of a degree that the clip image does not rotate extremely
largely from the previous orientation is preferably set. More-
over, in the case of a variable value, the threshold angle a can
be made to vary in accordance with a distance r between the
photograph reference position O and the clip reference posi-
tion P. For example, the threshold angle o may be made to
vary in accordance with a monotonously increasing function
(such as Equation 2 below) in which the threshold angle a
becomes the minimum at the distance r=0. In Equation 2
below, A and B are arbitrary positive constants.

(Equation 1)

news

a=A+Bxr (Equation 2)

Moreover, as another example of the variable value, the
angle may be made to vary in accordance with the magnitude
of a difference (6,-90,,.,,, t—1) between the reference angle 6,
and the rotation angle 0,,,,, t-1 of the previous frame. For
example, the threshold angle o may be made to vary in accor-
dance with the monotonous increasing function (such as
Equation 3 below) in which the threshold angle o becomes
the minimum when the difference between the reference
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angle 0, and the rotation angle 6,,,,,, t—1 of the previous frame
is 0. In Equation 3 below, C and D are arbitrary positive
constants.

a=C+Dx10-9,,,,.-1| (Equation 3)

The rotation angle storage unit 9 stores the rotation angle
0,,...» t—1 used for rotation of the clip image in the previous
(time t-1) frame.

The image clip unit 10 generates the display image from
the image. More specifically, the clip image is clipped from
the image on the basis of the clip reference position deter-
mined by the reference position determination unit 6. More-
over, this image clip unit 10 corrects distortion caused by
optical characteristics of the lens used in the imaging unit 2.
Moreover, this image clip unit 10 rotates the clip area on the
basis of the rotation angle 0 t calculated by the rotation
angle calculation unit 8.

Each unit of the display image generation unit 3 can be
realized by using a processor executing a program for each
processing and a memory storing information.

An operation of the display image generation unit 3 of the
image processing system 1 configured as above will be
explained by referring to a flowchart in FIG. 3.

As illustrated in FIG. 3, when the image at the time t is
obtained in the imaging unit 2, the display image generation
unit 3 first has the reference position determination unit 6
determine a position (clip reference position) which becomes
a reference when a clip area is to be clipped on the basis of
target information detected by the target detection unit 5 (Step
1).

Subsequently, the reference angle 6t is determined by the
reference angle determination unit 7 in accordance with a
position of the clip reference position in the image (Step 2).

The rotation angle calculation unit 8 determines whether or
not the rotation angle 8, ,,, t—1 to the previous frame is stored
in the rotation angle storage unit 9 (Step 3), and if the rotation
angle 0,,.,,, t—1 is stored, the rotation angle 6,,,,,, t-1 is read
out (Step 4). Then, by using the rotation angle 0, , t-1 to the
previous frame and the reference angle 0t to the current
frame, the rotation angle 0, ,,,, t to the current frame is calcu-
lated on the basis of the above described Equation 1 (Step 5).

Then, the rotation angle calculation unit 8 stores or updates
the rotation angle 6,,,,,, t in the rotation angle storage unit 9
(Step 6), and the image clip unit 10 rotates the clip area by
using the rotation angle 0,,,, t and obtains the clip image
(Step 7). The clip image is outputted to the display unit 4 (Step
8).

As described above, according to the image processing
system 1 of the first embodiment, when the clip area in the
image is subjected to rotation processing, the rotation angle
can be suppressed, and thus, a rapid change of the orientation
of'the target displayed on the display unit 4 can be suppressed.

news

Second Embodiment

Subsequently, an image processing system of a second
embodiment of the present invention will be explained.

In this embodiment, a difference from the first embodiment
will be mainly explained. Unless particularly referred to here,
a configuration and an operation of this embodiment are
similar to those in the first embodiment.

FIG. 4 is ablock diagram illustrating a configuration of the
image processing system of the second embodiment, and
FIG. 5 is an explanatory view of area determination in the
second embodiment of the present invention. The display
image generation unit 3 of the image processing system 1 in
this embodiment is provided with a distance calculation unit
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11 and an area determination unit 12 in addition to the con-
figuration illustrated in the first embodiment.

Asillustrated in FIGS. 4 and 5, the distance calculation unit
11 calculates the distance r between the position O (photo-
graph reference position) corresponding to the imaging unit 2
in the image and the clip reference position P determined by
the reference position determination unit 6.

If the imaging unit 2 is provided with a fisheye lens, the
image becomes a circle as illustrated in FIG. 5. The photo-
graph reference position O becomes the center of the image
(fisheye image). Therefore, the distance calculation unit 11
calculates the distance r between the clip reference position P
determined by the reference position determination unit 6 and
the photograph reference position O. This distance r may be
calculated in pixel number in the area image or may be cal-
culated in a value (meters or the like) converted to an actual
distance.

The area determination unit 12 determines whether or not
the target included in the image is within a predetermined
specified area (a circular area with a radius a around the
photograph reference position O, for example). More specifi-
cally, the area determination unit 12 determines whether or
not the distance r calculated by the distance calculation unit
11 is not more than the radius a. This radius a can be set by the
user as appropriate. The radius a is set to 10 m, for example.
This specified area can be set to the whole area of the area. In
that case, the radius a is set to indefinite.

The rotation angle calculation unit 8 calculates the rotation
angle by which the clip area is rotated when the display image
is generated from the image. In this case, as will be explained
below, the rotation angle when the target is outside the speci-
fied area and the rotation angle when the target is within the
specified area are calculated by different methods.

If the target is outside the specified area, the rotation angle
calculation unit 8 determines the reference angle 6t as the
rotation angle, and the image clip unit 10 obtains the display
image without inclination by rotating the clip area on the basis
of the rotation angle 0t. On the other hand, if the target is
within the specified area, the rotation angle calculation unit 8
obtains the rotation angle 0, , t by using the method illus-
trated in the Embodiment 1. The image clip unit 10 can
suppress a rapid change of the orientation of the target dis-
played in the display image by rotating the clip area on the
basis of the rotation angle 9,,,,,, t.

In the image processing system configured as above, an
operation of the display image generation unit 3 in this
embodiment will be explained by referring to a flowchart
illustrated in FIG. 6.

When the rotation processing of the clip image is to be
executed in the camera device of the second embodiment of
the present invention, the position P which becomes the ref-
erence when the clip image is to be clipped (clip reference
position) is determined first (Step 21), and the reference angle
0t is determined in accordance with the position of the clip
reference position P in the image (Step 22).

Subsequently, the distance calculation unit 11 calculates
the photograph reference position O, the clip reference posi-
tion P, and the distance r (Step 23), and the area determination
unit 12 determines whether or not the target included in the
image is within the specified area (r=a or not) (Step 24).

If it is determined to be within the specified area, process-
ing at Step 26 to Step 29 is executed similarly to the first
embodiment.

On the other hand, if it is determined by the area determi-
nation unit 12 to be not within the specified area at Step 24, the
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rotation angle calculation unit 8 makes the reference angle 0t
the rotation angle (0, ,,, t=0t) and stores the rotation angle in
the storage unit 9 (Step 28).

By means of the image processing system of the second
embodiment as above, too, the working effect similar to that
of the first embodiment can be realized.

In addition, in this embodiment, since the rotation angle
calculation method of the clip area is changed in accordance
with the area of the image, a rapid and large change of the
orientation of the target can be also suppressed while aload of
the image clip processing is suppressed.

The first and second embodiments of the present invention
are explained as above, but the range of the present invention
is not limited to them but the present invention is capable of
various changes and variations within a range not changing
the essence of the invention.

The preferred embodiments of the present invention that
can be thought of at present are explained as above, but it
should be understood that various variations are possible to
the embodiments, and it is intended that all the variations
within the true spirit and the range of the present invention are
included in the appended claims.

This application claims priority to Japanese Patent Appli-
cation No. 2012-084063 filed on Apr. 2, 2012, the entire
contents of which are incorporated by reference herein.

What is claimed is:

1. An image generation device for generating a clip image

from a wide-angle image, comprising:

a reference angle determination unit for obtaining a refer-
ence angle of a clip area in the wide-angle image;

a rotation angle storage unit for storing a rotation angle of
a previous clip image;

a rotation angle calculation unit for obtaining the rotation
angle with respect to the clip area on the basis of a
previous rotation angle and the reference angle; and

an image clip unit for generating the clip image with
respect to the clip area on the basis of the rotation angle
obtained by the rotation angle calculation unit, wherein

the rotation angle calculation unit executes control so that
a change amount of the rotation angle of the clip area
does not exceed a predetermined angle.

2. The image generation device according to claim 1,

wherein

the change amount of the rotation angle of the clip area is
a difference between the previous rotation angle and the
reference angle.

3. The image generation device according to claim 1,

wherein

the rotation angle calculation unit makes the predeter-
mined angle the change amount of the rotation angle of
the clip area when the change amount of the rotation
angle of the clip area exceeds the predetermined angle.

4. The image generation device according to claim 1, fur-

ther comprising:

a reference position determination unit for determining a
reference position of a clip area in a wide-angle image.

5. The image generation device according to claim 4, fur-

ther comprising:

a target detection unit for detecting a target included in the
wide-angle image, wherein

the reference position determination unit determines a ref-
erence position of the clip area on the basis of the target.

6. The image generation device according to claim 1,

wherein

the wide-angle image is taken by using a fisheye lens.
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7. The image generation device according to claim 1,

wherein

the wide-angle image is taken from above.

8. The image generation device according to claim 1,

wherein

if the clip area is present in a predetermined area of the
wide-angle image, the image clip unit executes control
so that a change amount of the rotation angle of the clip
area does not exceed a predetermined angle.

9. The image generation device according to claim 8,

wherein

the predetermined area is determined on the basis of a
photograph reference position of the wide-angle image.

10. The image generation device according to claim 9,

further comprising:

a reference position determination unit for determining a
reference position of the clip area in the wide-angle
image; and an area determination unit for determining
whether or not the clip area is included in the predeter-
mined area on the basis of a distance between the refer-
ence position and the photograph reference position of
the wide-angle image.

11. A camera device for generating a clip image from a

wide-angle image, comprising:

an imaging unit for taking a wide-angle image;

a reference angle determination unit for obtaining a refer-
ence angle of the clip area in the wide-angle image taken
by the imaging unit;

a rotation angle storage unit for storing a rotation angle of
a previous clip image;

a rotation angle calculation unit for obtaining the rotation
angle to the clip area on the basis of a previous rotation
angle and the reference angle; and

an image clip unit for generating the clip image with
respect to the clip area on the basis of the rotation angle
obtained by the rotation angle calculation unit, wherein
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the rotation angle calculation unit executes control so that
a change amount of the rotation angle of the clip area
does not exceed a predetermined angle.

12. An image display device for generating a clip image

from a wide-angle image, comprising:

a reference angle determination unit for obtaining a refer-
ence angle of a clip area in the wide-angle image;

a rotation angle storage unit for storing a rotation angle of
a previous clip image;

a rotation angle calculation unit for obtaining the rotation
angle with respect to the clip area on the basis of a
previous rotation angle and the reference angle;

an image clip unit for generating the clip image with
respect to the clip area on the basis of the rotation angle
obtained by the rotation angle calculation unit; and

a display unit for displaying the clip image, wherein

the rotation angle calculation unit executes control so that
a change amount of the rotation angle of the clip area
does not exceed a predetermined angle.

13. An image generation method for generating a clip

image from a wide-angle image, comprising steps of:
obtaining a reference angle of a clip area in the wide-angle
image;

obtaining a rotation angle of the clip image on the basis of
the stored rotation angle of a previous clip image and the
reference angle; and

generating the clip image with respect to the clip area on
the basis of the rotation angle obtained in the step,
wherein

when the rotation angle of the clip area is to be obtained,
control is executed so that a change amount of the rota-
tion angle of the clip image does not exceed a predeter-
mined angle (o).

#* #* #* #* #*



